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Opal Type X

Mike Stoane Lighting Ltd   T +44 131 440 1313    F +44 131 440 0049    E  sales@mikestoanelighting.com    W www.mikestoanelighting.com

Materials:  Aluminium, acrylic

Lamp:  Xicato XTM 19mm LES LED Module

Output:  See module compatibility chart available to download  
  from our website

CRI Ra:  >80 or >95 Artist

Finish:  Brushed or painted any RAL colour

Dimming:  1-10V, DMX, DALI or Mains Dim
  
Supply:  Remote driver required

Weight:  1.5kg 

Description: Pendant providing directional downlight and ambient  
  glow from a frosted acrylic tube

Xicato Thermal Validation Programme approved

LED Information

This product uses the Xicato Module

Technical advantages of the Xicato Module:

- Colour consistency Initial; 1 x 2 SDCM
- Colour consistency Maintained; 3 SDCM
- Excellent colour rendering
- Uniform beam
- No multiple shadowing

For more information about the modules available please ask 
sales@mikestoanelighting.com for a current technical data sheet or visit 
www.xicato.com

Order Code

Example

Opal.X.module.finish

Opal.X.3000K,2160lm.brushed

securing bar

ceiling

Bay bar option:
 
Allows driver to be passed in to
ceiling recess via cutout.  
Ø56mm cutout required.

Ø82 ceiling disc

Aluminium

Frosted Acrylic Tube

Aluminium Stem

87

1220.5

150

610


