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 WEB PIN™ 249

XACARATM TIROS

Note: Due to constant changes in LEDs, please check our website for current product specifications.



 WEB PIN™ 249

Body and trim: Steel and aluminium (extruded). 
Array housings: Die cast aluminium.
Gimbal: Fully articulating on two axes.
Suspension: Two cables, fully adjustable.
Reflectors: Highly reflective, specular finish, vacuum plated. 
Protective lens: Clear glass. Supplied with 26W fixtures only.

Power cable: Silver braided. 
Finish: Metallic silver powder coated. 
Drivers: HPF electronic for 120-277V. 0-10V dimming (10%).
Approvals: ETL/US, ETL/C, CE.

GENERAL SPECIFICATION

223mm/9.7"

1372mm/54"

Adjustable to
2134mm/84"

851mm/33.5"

2616mm/103"

223mm/9.7"

2210mm/87"

Adjustable to
2134mm/84"

223mm/9.7"

Adjustable to
2134mm/84"

305mm/12"

1067mm/42"

XACARATM TIROS
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The XACARA line of products are the subject of several pending U.S. Design Patent and Canadian Industrial 
Design Applications. EU Registered Design Application Pending.

 WEB PIN™ 249

Example Specification Code: 51 0510  B230A  ME

A  S P E C I F Y  L U M I N A I R E

Code:
51 0510
51 0520
51 0530
51 0540
51 0560
51 0561
51 0580

Type:
1 spotlight head
2 spotlight heads
3 spotlight heads
4 spotlight heads
6 spotlight heads Type A (26W only)
6 spotlight heads Type B
8 spotlight heads

Photometric testing performed using LM79 procedures. 

Note: Delivered lumen value varies between reflectors. Please see attached data sheet.

Power:
26W LED 
26W LED 
26W LED 
26W LED 
26W LED 
26W LED 

38W LED 
38W LED 
38W LED 
38W LED 
38W LED
38W LED 

36W LED 
36W LED 
36W LED 
36W LED 
41W LED 
41W LED 
41W LED 
41W LED 

Efficacy LPW:
80
65
81
68
83
70

80
65
82
70
83
70

62
62
62
62
55
55
55
55

Delivered lms:
2085
1689
2127
1770
2169
1820

3045 
2471
3133
2674
3185
2686

2262 
2262
2262
2262
2262 
2262 
2262
2262

Code:
B230A 
B230B
B235A
B235B
B240A
B240B

B430A 
B430B
B435A
B435B
B440A
B440B

X30A 
X35A 
X40A
X30B
X30C 
X35C 
X40C
X30D

CCT:
3000K 
3000K 
3500K 
3500K
4000K
4000K

 
3000K 
3000K 
3500K
3500K
4000K 
4000K

3000K 
3500K
4000K
3000K 
3000K 
3500K
4000K
3000K 

CRI:
80 
90
80 
90
80 
90

80 
90
80 
90 
80 
90

83 
83 
83 
83 
98 
98 
98 
98

Type:
Bridgelux
Bridgelux
Bridgelux
Bridgelux
Bridgelux
Bridgelux

Bridgelux
Bridgelux
Bridgelux
Bridgelux
Bridgelux 
Bridgelux

Xicato Standard 
Xicato Standard 
Xicato Standard

Xicato Vibrant V80
Xicato Artist 
Xicato Artist 
Xicato Artist

Xicato Vibrant V95

L70 @25oC (77oF):
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs

> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs

> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs
> 60,000 hrs

B  S P E C I F Y  L E D

CBCP:
4104
3324
4186
3483
4268
3581

6087
4938
6264
5344
6367
5369

6201
6201
6201
6201
6201
6201
6201
6201

XACARATM TIROS

Note: Due to constant changes in LEDs, please check our website for current product specifications.

D1 0-10V dimming 1%
DZ 0-10V dimming 0%
DL DALI dimming 1%
DA DALI dimming 0.1%
L1 Lutron L3DA3W Hi lume 1% 
L2 Lutron LDE1 Hi lume 1%-H EcoSystem 
L3 Lutron L3DAE Hi lume 1% EcoSystem

D  S P E C I F Y  D R I V E R  O P T I O N S  ( F O R  1 - 4  H E A D  F I X T U R E S  O N L Y )

ME Medium 36° (Bridgelux-26W)
XW Extra wide 70° (Bridgelux-26W)
ME Medium 28° (Bridgelux-38W)
WD Wide 47° (Bridgelux-38W)
NB Narrow 18° (Xicato)
MB Medium 28° (Xicato)

C  S P E C I F Y  R E F L E C T O R S

DIM B

DIM A

145mm/5.71" Diameter 145mm/5.71" Diameter

53mm/2.10"
87mm/3.41"

145mm/5.71" Diameter 145mm/5.71" Diameter

53mm/2.10"
87mm/3.41"

Dim:
A 
A 
A 
A 
A 
A

B 
B 
B 
B 
B
B

B 
B 
B 
B 
B 
B 
B 
B


