
XACARATM CL

Body: Die cast aluminum.
Finish: Powder coated.
Reflectors: Aluminum, specular finish with multiple facets.
Mounting: Mounts directly to a junction box (by others).
Protective lens: Clear glass.
Driver: HPF electronic. 0-10V dimming (1%).
Approvals: ETL/US, ETL/C.  Damp location.

GENERAL SPECIFICATION
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*approx values based on 3000K (min 80 CRI)
Example Specification Code: 50 1020  30A  ME  BL

Photometric testing performed using LM79 procedures. 

30A 3000K (min 80 CRI)
30B 3000K (min 90 CRI)
35A 3500K (min 80 CRI)
35B 3500K (min 90 CRI)
40A 4000K (min 80 CRI)
40B 4000K (min 90 CRI)

B  S P E C I F Y  C C T / C R I

140mm/5.5" DIA

101mm/4"

152mm/6" DIA

A  S P E C I F Y  L U M I N A I R E
Code:

50 1020
50 1022

Power:
1 x 15W LED 
1 x 26W LED 

*Efficacy LPW:
76
80

*Delivered lms:
1143
2085

L70 @25oC (77oF):
> 50,000
> 50,000

BL Black
MS Metallic Silver
WH White

D  S P E C I F Y  F I N I S H

E  S P E C I F Y  O P T I O N S
DZ 0-10V dimming 0%
DL DALI dimming 1%
DA DALI dimming 0.1%
L1 Lutron L3DA3W Hi lume 1% 
L3 Lutron L3DAE Hi lume 1% EcoSystem

The XACARA line of products are the subject of several pending U.S. Design Patent and Canadian Industrial Design Applications. EU Registered Design Application Pending.

ME Medium 36° 

XW Extra wide 70° 

C  S P E C I F Y  R E F L E C T O R

Note: Due to constant changes in LEDs, please check our website for current product specifications.
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