
Body and trim: Steel and aluminium. 
Suspension: Four tubes or four cables. 
Power cable: Silver braided. 
Finish: White powder coated with brushed aluminium cross bars and stainless steel finials. 
Diffusers: 6mm extruded opal acrylic with a sandblasted finish.
Drivers: HPF, electronic.
Mechanical: Luminaires mount directly over a junction box (not supplied).
Approvals: ETL.

GENERAL SPECIFICATION

CEILING
WEB PIN™ 648

WALL
WEB PIN™ 557

QUADARCTM

 WEB PIN™ 236
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CS Cable suspension

TS Tube suspension
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Note: Due to constant changes in LEDs, please check our website for current product specifications.

*approx values based on 3000K (min 80 CRI)
Example Specification Code: 44 3700  30  TS

C  S P E C I F Y  S U S P E N S I O N
TS Tube suspension
CS Cable suspension

B  S P E C I F Y  C C T
30 3000K (min 80 CRI)
35 3500K (min 80 CRI)
40 4000K (min 80 CRI)

D  S P E C I F Y  O P T I O N S
MS Metallic silver paint finish (For horizontal reflector panel only)
OT Custom colour (For horizontal reflector panel only. Please specify an RAL number)
PR1 Lumen reduction to approximately 50% of standard output
PR2 Lumen reduction to approximately 75% of standard output

A  S P E C I F Y  L U M I N A I R E
Code:
44 3700

44 3710

44 3720

Weight:
16Kg/35lb

23Kg/51lb

34Kg/75lb

Height (H):
504mm/20"

635mm/25"

787mm/31"

*LPW:
80

79

79

Diameter (A):
826mm/32.5"

914mm/36"

914mm/36"

*Delivered lms:
2993

5894

8850

Photometry:
File# 443700

File# 443710

File# 443720

Power:
37W LED

74W LED

112W LED

Quadarc
pendant with 
uplight module.

Diameter (A)

271mm/10.7" Diameter

)

 Cable suspension
adjustable to 2000mm/78"

Tube suspension
305mm/12"

Height (H

51mm/2"


