
Body and trim: Steel and aluminum.
Suspension: Four stainless steel aircraft cables.
Finish: White powder coated.
Power cable: Silver braided.
Decorative finials: Polished chrome plated.
Diffusers: Opal glass or acrylic with a sandblasted finish.
Drivers: HPF, electronic for 120-277V. 0-10V dimming 10% standard.
Emergency systems:

Remote: Emergency option provides a 1.5 hour emergency lighting facility. The remote system includes the 
inverter module, NiCad batteries and a remote wall/ceiling LED charge indicator and test switch (maximum 
distance between wall/ceiling plate and luminaire is 4.5m/15’). Test switch fits a single gang box (not supplied).

Mechanical: Mounts directly over an electrical junction box (by others).
Approvals: ETL.

GENERAL SPECIFICATION

CEILING
WEB PIN™ 606

WALL
WEB PIN™ 522

QUADRATETM

 WEB PIN™ 264

 OG Opal Glass
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QUADRATETM

 WEB PIN™ 264

*approx values based on 3000K (min 80 CRI)
Example Specification Code: 44 5050  30  OA

D  S P E C I F Y  O P T I O N S
DB Dali dimming (0.1%)
EM Emergency system (not available with Dali)
RE Remote emergency

C  S P E C I F Y  D I F F U S E R S
OA Opal acrylic
OG Opal glass
FB Beige faux alabaster
FW White faux alabaster

B  S P E C I F Y  C C T
30 3000K (min 80 CRI)
35 3500K (min 80 CRI)
40 4000K (min 80 CRI)

A  S P E C I F Y  L U M I N A I R E
Code:
44 5050

44 5052

44 5054

44 5056

Height (A):
356mm/14"

431mm/17"

508mm/20"

660mm/26"

*LPW:
71

75

78

76

*Delivered Lms:
1993

4216

4389

6405

Width (A):
203mm/8"

260mm/10.25"

305mm/12"

305mm/12"

Width (B):
203mm/8"

254mm/10"

305mm/12"

305mm/12"

Photometry:
File# 445050 

File# 445052

File# 445054

File# 445056

Power:
28W LED

56W LED

56W LED

85W LED

Adjustable to 
2000mm/78"

Height (A)

Width (B)

Width (A)

41mm/1.6"

Note: Due to constant changes in LEDs, please check our website for current product specifications.


