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PRODUCT SPECIFICATION

Dimension	 H1.9/W11.8/L125-7000mm (H0.07/W0.46/L4.92-275.59in) (IP20) 
H5.5/W16/L127-7002mm (H0.22/W0.63/L5.00-275.67in) (IP65)

PCB increment	 Power connection and cut point every 125mm (4.92in)

LED pitch	 25mm - 40LED/m (0.98in - 12.2LED/ft)

Chip	 Red Epistar/Green Samsung/Blue Samsung

Beam angle	 110°

Colours	 Red 620-625nm/Blue 455-460nm/Green 520-525nm

Bin/Step	 5nm tolerance

CRI	 N/A

Lifetime	 50,000 hours @ 25°C (50,000 hours @ 77°F)

Operating temp	 IP20: Ta = -25 to 50°C (Tc max = 78°C) Ta = -13 to 122°F (Tc max = 172.4°F) 
IP65: Ta = -25 to 50°C (Tc max = 78°C) Ta = -13 to 122°F (Tc max = 172.4°F)

IP rating	 IP20/IP65

Finish	 Silicone cover for IP65

Cover/lens	 IP65 version with silicone sheathed cover

Mounting	 3M double sided tape (IP20), surface mounting clips (IP65)

Minimum bend radius	 20mm (0.79in) Ø (IP20)/35mm (1.34in) Ø (IP65)

Connection	 Hardwire tails or male/female connectors

Control	 DMX/DALI (see visDIM range)

PERFORMANCE DATA   

Power consumption 9.84W/m (3.0W/ft)

Supply voltage 24V DC

Supply current 0.41A/m (0.125A/ft)

Luminous flux Red: 73lm/m Green: 183lm/m Blue: 28lm/m White: 267lm/m 
(Red: 22lm/ft Green: 56lm/ft Blue: 9lm/ft White: 81lm/ft)
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