
DUAL
COLOUR
Dual Colour Neon offers all the benefits of our popular 
neon range coupled with the versatility of  tunable white. 
Utilising our high power cool and warm LED chips this 
flexible Neon will help set the light tone of any space. 
Dual Colour Neon uses a tough waterproof PVC coating 
to protect the light source from harsh elements. Dual 
Colour Neon can be completely sealed using our injection 
moulded connector system.
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TECHNICAL DATA

SPECIFICATIONS

OPERATING TEMPERATURE

POWER CONSUMPTION

PRODUCT OPTIONS

CUTTING INTERVALS

12 W/M | 0.5 A | DC

24V 12 LED 83.3MM

0 - 45ºC

PRODUCT TYPE

COLOUR
MAX QTY.
PER INPUT

MIN CUTTING
INTERVALS (mm)

LED QTY/M WATTAGE
LUMINOUS
EFFICIENCY

LUMEN/M
CCT/

WAVELENGTH
PITCH (mm) SKU

DOMED DUAL C 24V 83.33 144 12W/M 27.5Lm/W >330 2400-6500K 6.9 012-1104

MAXI DUAL C 24V 83.33 144 12W/M 22.5Lm/W >270 2400-6500K 6.9 012-1102

Power
Supplies

Cables Profiles Connectors

IP OPTIONS
DIMENSIONS 

(mm)
PACKAGE
WEIGHT

PACKAGE 
SIZE (mm)

LED TYPE LIFESPAN
POWER 
SOURCE

WEIGHT/M DIMMABLE
ENERGY

CONSUMPTION
EFFICIENCY

CLASS
CRI

BEAM 
ANGLE

IP 68 11.5 x 21 8Kg
300 x 360 

x 120
SMD 5 YEARS 24 VDC 0.4Kg YES 1.2 KWh/1000h A++ 80+ 160º

TUNABLE
WHITE



DUAL COLOUR
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Saltwater
Resistant

IP
Protection

IK08
Protection

Flame
Resistant

UV
Resistant

Solvent
Resistant

Beam
Angle

160º

PRODUCT FEATURES TERMINATION OPTIONS

Waterproof
Injection
Moulded

IP68
SPECIAL ORDER

Operating
Temp.

0 - 45º -25º - + 45º

Ambient
Temp.

PRODUCT TEMPERATURE

Warranty

5


