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Suspended/Surface mounted. Colour changing 
light with aluminium end caps.
A SLIM CYLINDRICAL DESIGN.   
The RGB30 Stick-Lite can be surface mounted, vertically or horizontally suspended. 
This light offers 360° light distribution through its polycarbonate satin diffuser.  
Connect to a suitable driver and control system, then with multiple lights within  
an installation, you can create dramatic, dynamic and subtle effects. The RGB30 Stick-
Lite makes use of efficient LED technology offering Dali or DMX dimming options for  
a controllable level of light output.

Regularly used in Theatre, TV, retail, events companies and entertainment industries.

Light Source Information 
• LED/Electronic Driver.

Options 
• Aluminium end caps as standard.  
• Anodised end caps available in many  
 more colours including black, rose  
 gold and brass (see right).

Dimming 
Dali. DMX.

Installation 
Horizontal, vertical and angled  
suspension, surface mounted.

Optics 
Satin or clear polycarbonate diffuser.

Cat No.
Length  
(mm)

Illuminated Length  
(mm)

Wattage Voltage

RGB30 5  525 455 22 24V DC

RGB30 10  1025 960 44 24V DC

RGB30 15  1525 1460 66 24V DC

Tube Ø 30mm

Cap Ø 33mm

Light output 360°

Black End Caps

Available End Cap colours

Suspension Kit

RGB DMX Driver & DMX Dali driver required with this product, see details on page 43.


